
ECO PDRS1 PDRS2 PDRS3 PDRS4 PDRS5 PDRS6

Voltage Single-phase 230v Single-phase 230v Single-phase 230v Single-phase 230v Three-phase 415v Three-phase 415v

Load 13 A 13 A 17 A 21 A 3 x 8 A 3 x 12 A

Water Flow 12 l/min 13 l/min 13 l/min 13 l/min 15 or 21 l/min 15 or 21 l/min

Output Pressure 100bar / 1450psi 100bar / 1450psi 120bar / 1650psi 150bar / 2000psi 150bar / 2000psi
200bar / 2900psi

150bar / 2000psi
200bar / 2900psi

Max Temperature 0-70ºC 0-95ºC 0-95ºC 0-95ºC 0-95ºC 0-95ºC

Motor 3hp / 2.2kW 3hp / 2.2kW 4hp / 3kW 5.5hp / 4kW 5.5hp / 4kW 7hp / 5.5kW
10hp / 7.5kW

Boiler Capacity 12 l/min 15 l/min 15 l/min 15 l/min 15 l/min 15 or 21 l/min

Water Tank Capacity 65 ltr 65 ltr 65 ltr 65 ltr 65 ltr 65 ltr

Fuel Tank Capacity 105 ltr 105 ltr 105 ltr 105 ltr 105 ltr 105 ltr


